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DETERMINING PARAMETERS FOR ADJUSTING IMAGES 

BACKGROUND 
The present invention relates to image processing. 

An electronic image, such as a digital image, can be represented by an array of 
closely packed pixels that are basic picture elements. Each pixel represents a local portion of 
the image and alone or together with other pixels, determines graphical attributes for the 
local portion. The graphical attributes can include color, gray-level, luminosity or 
transparency. Electronic images can be generated by graphical software applications or 
electronic devices such as scaimers or digital cameras. The graphical software applications 
include presentation, animation, pamting and design applications. The generated image can 
be fiirther processed by the same or another device or application. During image processing, 
graphical attributes can be adjusted at the pixels of the image to achieve various visual 
effects that include adjustments to brightness, contrast or color. 

SUMMARY 

One or more adjustment parameters are determined for adjusting an image based on 
values of a graphical attribute in the image and an adjustment mapping for the graphical 
attribute, where the adjustment mapping is based on the adjustment of the image and depends 
upon the adjustment parameters. In general in one aspect, the invention provides methods 
and apparatus, including computer program products, for determining parameter values for 
adjusting an image. A first ftmction of a local attribute is specified based on values of the 
local attribute in the image. A second ftmction of the local attribute is specified based on an 
image adjustment depending upon an adjustment parameter. An object ftmction value is 
calculated for each of two or more values of the adjustment parameter, each object ftmction 
value including accumulated differences between the first and second ftmction at multiple 
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values of the local attribute. Based on the calculated object function values, a value of the 
adjustment parameter is determined for adjusting the image. 

Particular implementations can include one or more of the following features. 
Specifying the first function of the local attribute can include specifying the first function 
5 based on modified values of the local attribute generated by another image adjustment when 
applied to the hnage. Specifying the first function of the local attribute can include 
specifying the first function based on a cxmiulative distribution of the' values of the local 
attribute in the image. The cumulative distribution can be specified based on a density 
histogram generated by binning values of the local attribute in the image into predetermined 

10 intervals. The cumulative distribution can be a contrast-constrained cumulative distribution. 
Specifying the second function of the local attribute can include specifying an 
attribute mapping for the local attribute based on the image adjustment, where the attribute 
mapping depends on the adjustment parameter. The attribute mapping can be specified by a 
non-local function depending, for each location within the image, on a neighborhood 

15 intensity characterizing pixel values in a neighborhood surrounding the location. Specifying 
the second function of the local attribute includes, for each location within the image, 
substituting the corresponding neighborhood intensity with a pixel value at the location. 
Specifying the second function of the local attribute can include specifying a composite 
_ function of the local attribute based on the attribute mapping and a non-linear function 

20 defining a desired distribution for the local attribute. The desired distribution corresponds to 
a gaussian density of the local attribute. 

Calculating the object function values can include accumulating differences between 
a center value of the local attribute and values of the second function at the plurality of 
values of the local attribute. The accxmiulated differences between the first and second 

25 functions can be combined with the accumulated differences between the center value and 
the second function. Calculating the object function values can include accumulating 
differences between the first and second function according to a functional weight that 
depends on the value of the local attribute. Calculating the object function values can include 
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accumulating squared differences between the first and second function at the plurality of 
values of the local attribute. 

Determining the value of the adjustment parameter for adjusting the image can 
include finding an adjustment parameter value for which the object function value is 
6 minimal. The image can be adjusted using the image adjustment with the determined value 
ofthe adjustment parameter. The local attribute depends on luminosity or a color value. The 
image adjustment can include separate tone adjustments for different tones. The tone 
adjustments can include a shadow adjustment and a highlight adjustment. 

The invention can be implemented to realize one or more of the following 

10 advantages. Parameters can be determined automatically for image adjustments. For 
example, adjustment parameters can be determined for correcting a digital image with 
lighting problems, such as underexposure, overexposure, backlit subjects or oversaturated 
highlights. Since these parameters are determined automatically by the invention, these 
image problems can be corrected without requiring a user to manually set the adjustment 

15 parameters for the particular image. Thus the user can initiate the image correction by a 
single press of a button. For users who desire more control, the user interface provides 
dialog boxes or sliders to alter the parameters for the adjustment. In the user interface, the 
adjustment parameters can be initialized to the automatically determined values for easy 
variations aroimd an optimized setting. In addition to the software applications themselves, 

20 the automatic parameter selection can be incorporated into software or hardware of image 
capturing devices, such as digital cameras, scanning and faxing devices that generate 
electronic images, or portable display devices, such as portable digital assistants or mobile 
phones that display electronic images. By incorporating the automatic parameter selection, 
such devices can automatically produce lighting corrected images. To adjust an image, a 

25 simple fully automatic technique can be combined with a more complex technique that 
requires setting one or more parameters. The two techniques can be combined to adjust an 
image with a new automatic technique that does not produce artifacts, noise, too much 
contrast or undesirable colors in the adjusted image. 

The details of one or more implementations of the invention are set forth in the 
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accompanying drawings and the description below. Other features and advantages of the 
invention will become apparent from the description, the drawings, and the claims. 

BRIEF DESCRIPTION OF THE DRAWINGS 
5 FIG. 1 is a schematic diagram illustrating an image processor with automatic 

determination of parameters for adjusting an image. 

FIGS. 2 and 3 are schematic flow diagrams illustrating methods for adjusting an 

image. 

FIG. 4 is a schematic diagram illustrating exemplary distributions used for 
10 determining parameters for adjusting an image. 

Like reference numbers and designations in the various drawings indicate like 
elements. 

DETAILED DESCRIPTION 

15 FIG. 1 illustrates an image processor 100 that automatically determines parameter 

values for adjusting an electronic image 10. Using the determined parameter values, the 
image processor 100 adjusts graphical attributes in the image 10 to generate an adjusted 
image 12. The adjusted graphical attributes include pixel attributes that specify color, gray- 
level, luminance, saturation or transparency. The image 10 can be a digital image in which 

20 pixel attributes are specified by numerical values in a bitmap. For digital images, the image 
processor 100 can be implemented in one or more software applications or as a plug-in to a 
software application. Alternatively, the received image can be specified by analog electronic 
signals in electronic devices such as cameras and scanners. The image processor 100 can 
digitize the analog signals before processing the image 10. Alternatively, the image 

25 processor 100 can be implemented by analog data processing apparatus to process the analog 
signals of the image 1 0. 

The image processor 100 includes an image analyzer 1 10, a parameter calculator 120 
and an adjustment tool 130, such as a local adjustment tool for tone selective adjustment 
described in U.S. Patent Application No. , filed on 10/3/2003, entitled TONE 
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SELECTIVE ADJUSTMENT OF IMAGES the entire disclosure of which is hereby 
incorporated by reference in its entirety. The image analyzer 1 10 analyzes the image 10 and 
provides results of the analysis to the parameter calculator 120. Based on the analysis, the 
parameter calculator 120 determines parameters for the adjustment tool 130 to adjust the 

5 image 10. The adjustment tool 130 can use the determined parameters directly to adjust the 
image. Or the adjustment tool 130 can receive user input that modifies the determined 
parameters, and use the modified parameters to adjust the image 10. 

The image analyzer 1 10 analyzes one or more graphical attributes in the image 10. 
For example, the image analyzer 1 10 can collect all values of a local attribute that occur in 

10 the image 10. The local attribute can include one or more of color values, luminosity or 
saturation specified by pixels of the image 10. In one implementation, the image analyzer 
1 10 collects luminosity values ("L") of pixels specifying red C'R")» green ("G") and blue 
("B") color values m an RGB color space. For a pixel in RGB color space, luminosity is 
defined as 

15 L = 0.30R + 0.59G + 0.11B. 

In other color spaces (such as in L*a*b* color space), the pixel explicitly specifies the 
luminosity value L. In an alternative implementation, a local attribute is specified by a 
maximum color value ("Vmax ") of the pixel (in RGB, Vmax = Maximum[R, G, B]). 

Optionally, the image analyzer 110 specifies a density histogram for a local attribute. 

20 The density histogram is a binned collection of local attribute values in the image. The 
density histogram is generated by binning the collected attribute values into predetermined 
intervals. For each of the intervals, the density histogram specifies how many of the 
collected values lie within the interval. The predetermined intervals can be obtained by 
dividing the full range of the local attribute into a predetermined nxmiber ("N") of intervals. 

25 For example, the full range from zero to one can be uniformly divided into N intervals, where 
the n-th interval (n = 1, . . ., N) corresponds to attribute values between (n-l)/N and n/N. 

In addition to local attributes, the image analyzer 110 can collect non-local image 
characteristics, such as neighborhood intensities for tone selective adjustment. For each pixel 
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in the image 10, the image analyzer 1 10 can calculate a corresponding neighborhood 
intensity based on a graphical attribute of pixels in a neighborhood. For example, the 
neighborhood intensity can include an average luminosity or saturation of pixels in the 
neighborhood. 

5 The parameter calculator 120 includes a cumulative distribution 122, an attribute 

mapping 124 and an optimizer 126. The cumulative distribution 122 is based on the attribute 
values collected by the image analyzer 1 10, and the attribute mapping 124 is based on an 
adjustment specified by the adjustment tool 130. The cumulative distribution 122 and the 
attribute mapping 124 are used by the optimizer 126 to generate parameter values for the 

10 adjustment tool 1 30 to adjust the image 1 0. 

The cumulative distribution 122 is a function of a local attribute (such as the 
luminance L), and characterizes occurrences of different values of the local attribute in the 
image 10 based on the attribute values collected by the image analyzer 1 10. For a particular 
value of the local attribute, the cumulative distribution 122 specifies a corresponding 

15 distribution value measuring the fraction of the collected attribute values that are equal or 
smaller than the particular value. Each distribution value can be an integer that indicates an 
actual number of collected values that are equal or smaller than the corresponding value of 
the local attribute. Alternatively, the distribution values can be normalized to lie within a 
predetermined interval, for example between zero and one. 

20 With distribution values between zero and one, the cumulative distribution 122 

corresponds to a probability ("P") for finding attribute values in the image that are equal or 
smaller than a particular value ("LA") of the local attribute. Accordingly, the probability 
P(LA) monotonically increases with increasing value LA of the local attribute. At a 
maximum value ("LAmax") of the local attribute, the probability P is one ( P(LAmax) = 1). 

25 The maximum value Imax can be 255 for an 8-bit color representation, and 32768 for a 16- 
bit color representation. Or independent of the representation, the local attribute values can 
be normalized to have a maximum value of one (LAmax=l .0). An exemplary cumulative 
distribution is illustrated in FIG. 4. 

The cumulative distribution 122 can be calculated from the collected attribute values 
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in the image processor 100 by the image analyzer 1 10 or the parameter calculator 120. To 
calculate the cumulative distribution 122, the range of local attribute values can be defined 
by multiple predetermined values of the local attribute, such as N equally spaced values 
between zero and Imax. For each predetermined value, the image processor specifies a 
5 distribution value by calculating how many collected attribute values are equal or smaller 
than the predetermined value. The cumulative distribution 122 is obtained by associating the 
predetermined values of the local attribute with the calculated distribution values. 

The cumulative distribution 122 can also be calculated fi-om a density histogram 
generated by the image analyzer 1 10 collecting pixel values of a local attribute in the image. 
10 The density histogram specifies imiform intervals at equally spaced values ("x"). For each 
interval, a fraction ("p(x)") of the collected attribute values lie in the interval (x, x+dx). For 
an attribute value LA, the cumulative distribution 122 can specify a distribution value 
("P(LA)") from the flections p(x) that correspond to attribute values of x that are equal to or 
smaller than LA. That is, 

15 P(LA) = Integral(0,LA)dxp(x), 

where lntegral(0, LA) represents summation for values of x that are between zero and LA. 

The attribute mapping 124 specifies a mapping for the same local attribute (such as 
luminosity) that is described by the cumulative distribution 122. The attribute mapping 124 
("F") maps an attribute value ("LA") to a mapped value ("MLA") of the same local attribute 
20 (MLA = F(LA) ). For example, the attribute mapping 124 can map a luminosity value to a 
mapped luminosity value, or a color value to a mapped color value. 

The attribute mapping 124 is based on an image adjustment that can be performed by 
the adjustment tool 130. The attribute mapping 124 can be explicitly specified by the 
adjustment tool 130 or, if no explicit mapping is available, determined by calculating or 
25 simulating the effects of applying the image adjustment to the local attribute. 

As discussed below with reference to FIG. 3, the parameter calculator 120 can modify 
(for example, simplify) a mapping specified by the adjustment tool 130 to define the attribute 
mapping 124. 
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The attribute mapping 124 depends on one or more parameters 125. The parameters 
125 correspond to one or more adjustment parameters of the image adjustment performed by 
the adjustment tool 130. The parameters 125 can be specified expUcitly by the adjustment 
tool 130. For example, the adjustment tool 130 can include separate tone components to 
perform shadow and highlight adjustments, and the parameters 125 can include a separate 
strength parameter for each of the shadow and highlight adjustments. Alternatively, the 
parameters 125 can include a single parameter for correcting only underexposure (or 
overexposure), and the strength parameters for the shadow and highlight adjustments can be 
calculated from the single parameter according to some predetermined rule. 

The optimizer 126 uses the ciimulative distribution 122 and the attribute mapping 124 
of the local attribute to generate an object function 127. The object function 127 is 
minimized to determine optimal values for the parameters 125. The object function 127 is a 
function of the parameters 125, and measures a difference between a desired and a mapped 
distribution of the local attribute in the image. The desired distribution can correspond to 
limiinosity values having a density that is uniform or follows a gaussian (bell curve) or other 
functional form, depending on esthetic considerations. The mapped distribution represents 
the distribution of mapped values of the local attribute, where the mapped values are^ 
generated by applying the attribute mapping 124 to attribute values characterized by the 
cumulative distribution 122. Generating and minimizing object functions are discussed in 
detail with reference to FIGS. 3 and 4. 

The adjustment tool 130 uses the parameter values optimized by the parameter 
calculator 120 to set one or more adjustment parameters 135. The adjustment tool 130 can 
adjust the image 10 using the optimized values (and optionally some default values) without 
requesting a user to set any of the parameters 135. Or upon request by a user, the adjustment 
tool 130 can provide a user interface including dialog boxes or sliders to set one or more of 
the adjustment parameters 135. In the user interface, one or more of the adjustment 
parameters 135 can be initialized to the optimized values, which can be altered according to 
the user's desire to achieve artistic effects. 

The adjustment tool 130 can perform one or more adjustments in the image 10. For 
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example, multiple tone components can specify different luminosity adjustments for different 
tones such as shadow, highlight or midtone. For each tone, the adjustment parameters 135 
can include separate adjustment parameters, such as a strength of the tone adjustment or 
parameters for characterizing the tone in a neighborhood. The adjustment tool 130 can also 
5 perform filtering, such as blurring or sharpening, or adjustments to color parameters, such as 
hue or saturation. Or the adjustment tool 130 can perform adjustments using tone mapping 
functions as described by J. Timiblin and H. Rushmeier in "Tone Reproduction for Realistic 
Images," IEEE Computer Graphics and AppUcations IEEE Computer Graphics and 
Applications, November 1993, 13(6), 42-48, or by Zia-ur Rahman in "A Multiscale Retinex 

10 for Color Rendition and Dynamic Range Compression," SPIE International Symposium on 
AeroSense, Visual Information Processing IX, April 2000. The adjustment parameters 135 
can include parameters corresponding to any of such adjustments. 

FIG. 2 illustrates a method 200 for adjusting electronic images. The method 200 can 
be performed in a system for image processing including the image processor 100 (FIG. 1). 

15 The system receives an electronic image (step 210). The image can be received from 

an electronic device (such as a scanner or a digital camera), a local storage device (such as a 
memory unit or a disk drive) or a remote source through a computer network such as the 
Internet. The received image can be a digital or an analog image. To process the analog 
image, the system can digitize the image or use analog image processing devices. 

20 The system analyzes the received image (step 220). The system can collect values of 

a local attribute specified by pixels in the image. The local attribute can be a graphical 
attribute specified by individual pixels in the image, such as a color, luminance or saturation 
value or combinations of such pixel values. The local attribute can also include contributions 
from more than one pixel. For example, a luminance gradient at a location can be based on 

25 neighboring pixels of the location. The collected values can be sorted or binned into non- 
overlapping intervals, such as defined by equally spaced values. Optionally, the system can 
detect non-local features, such as a neighborhood intensity that is based on pixel values in a 
neighborhood surrounding a location. 

The system determines one or more parameter values for an image adjustment based 
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^ on the analysis of the image (step 230), and adjusts the image using the image adjustment 
according to the deteraiined parameter values (step 240). For a local attribute such as 
luminosity, the system can specify a cumulative distribution based on attribute values 
collected by the analysis, and an attribute mapping based on the image adjustment. The 
attribute mapping for the local attribute depends on one or more parameters of the image 
adjustment, and represents how the image adjustment affects the local attribute. Based on the 
cumulative distribution and the attribute mapping, the system defines an object function that 
depends on the parameters of the image adjustment and can be minimized to determine 
optimal values for these parameters, as discussed below with reference to FIGS. 3 and 4. 

FIG. 3 illustrates a method 300 for determining parameter values for adjusting an 
image. The method 300 can be performed in a system for image processing including the 
parameter calculator 120 (FIG. 1). 

The system specifies a cumulative distribution of values of a local attribute (step 
310). The cumulative distribution can be based on values of the local attribute in the image. 
Alternatively, cumulative distribution can be based on modified values of the local attribute, 
where the modified values can correspond to an automatic adjustment of the image. The 
local attribute is usually a graphical attribute specified by individual pixels in the image, such 
as a color, luminance or saturation value (or a combination of such pixel values). To 
determine the cumulative distribution, values of the local attribute are collected by analyzing 
the image. The cumulative distribution is a function of the local attribute. For a particular 
value of the local attribute, this function specifies a corresponding distribution value 
measuring the fi-action of the collected attribute values that are equal to or smaller than the 
particular value. The cumulative distribution can be normalized to have distribution values 
between zero and one. 

In one implementation, the system specifies a cumulative distribution using a linear 
measure for characterizing fi-actions of the collected attribute values. With the linear 
measure, the cumulative distribution has distribution values that are proportional to the 
number of collected attribute values that are equal to or smaller than the corresponding value 
of the local attribute. Altematively, the system can specify a non-linear measure for 
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characterizing fractions of the collected local attribute values, or modify the cumulative 
distribution specified by the linear measure. For example, contrast in the image can be 
constrained by specifying a contrast-constrained cumulative distribution as described in 
Gregory Ward Larson, et al, "A Visibility Matching Tone Reproduction Operator for High 
Dynamic Range Imagery," 1997, IEEE Transactions on Visualization and Computer 
Graphics. The contrast-constrained cumulative distributions can be used if less lighting 
correction is needed in very dark or very light regions. 

The system specifies an attribute mapping for the local attribute based on an image 
adjustment (step 320). The attribute mapping also depends on one or more adjustment 
parameters of the image adjustment, and maps each value of the local attribute to a mapped 
value of the local attribute. If the image adjustment explicitly specifies a mapping for the 
local attribute, the system can use that mapping as the attribute mapping. If there is no such 
explicit mapping available, the system can calculate the attribute mapping based on how the 
image adjustment affects the local attribute. Optionally, the system can modify a mapping of 
the image adjustment to specify the attribute mapping. 

The image adjustment can include a color mapping that maps color values at each 
pixel in the image. The color mapping is specified by a non-local function ("A") that maps a 
color value ("C" such as a red, green or blue value) to a mapped color value ("MC") 
depending on one or more adjustment parameter values ("pv") and a neighborhood intensity 
("NI") that is based on luminosity of pixels in a neighborhood surrounding the location: 

MC = A(C,NI,pv). 

To specify an attribute mapping for a color value C, the system can apply the non- 
local function A directly to pixel values in the image. Thus the attribute mapping for color 
can be defined by a function ("FC") providing a mapped color value ("MC") as 

MC = FC(C, pv; NI) = A(C, NI, pv). 

Or an attribute mapping can be defined for a luminosity (L) by a function ("FLi") that is 
obtained by applying the non-local function A to each color value of red ("R"), green ("G") 
and blue ("B") and combine the mapped color values to obtain a mapped luminosity ("ML") 

11 
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as 

ML = FLi(L, pv; NI) = 03 FC(R, pv; NI) + 0.59 FC(G, pv; NI) + 0.1 1 FC(B, pv; NI). 

Alternatively, the function FC can be modified to define another fimction ("FL2") for 
luminosity mapping by replacing the color value C with a luminance value L as 

ML = FL2(L, pv; NI) = A(L, NI, pv). 

The functions FC, FLl and FL2 are non-local fimctions that, in addition to a local 
attribute value, also depend on a corresponding neighborhood intensity NI, which can be 
different at different locations in the image. To use these fimctions, the system collects the 
neighborhood intensities in addition to the corresponding attribute values in the image, and 
uses both the attribute values and the corresponding neighborhood mtensities to obtain 
mapped attribute values. Alternatively, these functions can be directly applied to the image 
each time mapped attribute values are evaluated. 

For specifying the attribute mapping, the non-local fimction A can be simplified into 
a local fimction by replacing the non-local variable NI corresponding to a location by a 
default value or a local attribute ("LA") at the location. For example, the luminosity L at the 
location can be used instead of the neighborhood intensity NI that characterizes luminosity in 
the neighborhood surroxmding the location. Thus the function FL2 for luminance mapping 
can be fiirther simplified to define another function ("F") for mapping a value of the local 
attribute to a mapped value ("MLA") as 

MLA = F(LA, pv) = A(LA, LA, pv). 

The local attribute LA can also depend on other local attributes, such as color saturation. 

The system calculates values of an object fimction based on the specified cumulative 
distribution and the attribute mapping for the local attribute (step 330). The object function 
is a fimction of the parameters of the attribute mapping. The object fimction compares two 
fimctions that can be defined to measure a difference between a desired and a mapped 
distribution. The desired distribution can correspond to attribute values having a uniform, 
gaussian or other predetermined density fimction. Defining object functions for different 
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desired distributions is discussed in detail with reference to FIG. 4. 

For a desired distribution with a uniform density function, the object function 
compares the specified cumulative distribution ("P") and the attribute mapping ("F") for the 
local attribute ("LA"). For the comparison, the cumulative distribution P and the attribute 
mapping F are normalized to have a common range of attribute and function values, such as 
between zero and one for both attribute and function values. The object function can be 
defined as a non-negative function that has a minimum value of zero when the cumulative 
function P and the attribute mapping F have the same functional form. 

For example, an object function OFi can be defined by an integrating a squared 
difference between P and F over all attribute values LA between 0 and 1 as 

OFi(pv) = lntegral(0, 1) dLA [ P(LA) - F(LA, pv) ]^2. 

Another object function OF2 can be defined by an integral using a non-negative 
functional weight ("MU") as 

0F2(pv) = lntegral(0, 1) dLA MU(LA) [ P(LA) - F(LA, pv) ]^2. 

The functional weight MU depends on the local attribute value according to some 
functional form that can be selected to achieve some effects. To give more weight in the 
object function to larger attribute values (such as bright pixels), the functional weight MU 
can have a linear form, such as MU(LA) = LA). To give more weight in the object function 
to attribute values that are more heavily represented in the image, the functional weight can 
be proportional to a density histogram ("p'O that represents attribute values in the image 
binned into uniform intervals of size dLA. (The density histogram p is proportional to the 
derivative of the cumulative distribution P.) Or the functional weight MU can be 
proportional to a power ("b") of the density histogram (MU(LA)=p(LA)^b). Powers that are 
less than one increase weight of the highly populated bins of the local attribute; powers that 
are greater than one increase weight of the less populated bins. 

In addition to a term that compares P and F, the object function can include additional 
terms to achieve particular effects. To center attribute values (LA) aroimd the middle (1/2) 
of the full range specified for the local attribute, an additional term ("AT") can have the form 

13 
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of 

AT(pv) = lntegral(0, 1) dLA [ 1/2 - F(LA, pv) ]^2, 

and an object function OF3 can be defined using a mix-in parameter ("M") as 

0F3(pv) = OFi(pv) + M AT(pv). 

The mix-in parameter M is a constant that represents the importance of centering the attribute 
values. For example, the mix-in parameter M can be about 0.5. 

The system determines optimal values for one or more adjustment parameters based 
on the object function (step 340). The system can minimize the object function to determine 
optimal values for the adjustment parameters. In one implementation, the system generates 
multiple values of one or more adjustment parameters, evaluates the object function for all 
variations of the generated parameter values, and selects the parameter values for which the 
object function has a minimum for the generated parameter values. 

The system can simultaneously optimize two parameters, such as adjustment 
strengths for both shadow and highlight adjustments in tone selective image adjustment. The 
adjustment strengths for shadow and highlight control the degree of shadow brightening and 
highlight darkening, respectively. When.twenty different values are generated for each of the 
shadow and highlight strengths, a pair of optimal shadow and highlight strength values can 
be selected from four himdred combinations based on the corresponding object function 
values. While strength parameters are optimized, other parameters can have default values 
for the shadow/highlight adjustment. Optionally, one or more of such other parameters can 
be optimized in a following step that uses the already optimized strength parameter values. 
A large number of parameters can be optimized in a sequence of optimizing steps, where 
each step optimizes a few (one or two) parameters with optimal values set for previously 
optimized parameters. Optionally, the same parameters can be optimized multiple times. 

The system can use any other optimization technique to find optimal values for the 
adjustment parameters. For example, the optimizer can use non-linear optimization 
techniques such as optimization based on gradient descent. Non-linear optimization 
techniques can also be used to refine coarse-grained values obtained by simpler techniques. 



14 



Attorney Docket No.: 07844-626001 / P579 



Optimal values may be found by explicit mathematical formulas derived from an analytical 
solution for minimizing the object function. 

FIG. 4 illustrates exemplary distributions 410 and 420 and an attribute mapping 430. 
The distribution 410 represents a cumulative distribution P of a local attribute, such as a color 
value or a luminosity of pixels in an image. The distribution 420 is a mapped distribution P' 
for mapped attribute values that are generated by applying the attribute mapping 430 ("F") to 
attribute values having the cumulative distribution P. The distribution P' corresponds to 
evenly distributed mapped attribute values, which can be a desired distribution for 
maximizing contrast in the image. 

Relations between the cumulative distribution P and mapped distribution P' are 
illustrated using two exemplary attribute values Lm and Ln. For the attribute values Lm and 
Ln, the cumulative distribution P specifies distribution values Vm and Vn. The distribution 
value Vm is proportional to the number of attribute values in the image that are equal or 
smaller than Lm, and the distribution value Vn is proportional to the number of attribute 
values in the image that are equal or smaller than Ln. 

The attribute mapping F maps the local attribute values Lm and Ln to mapped 
attributes values Lm' = F(Lm) and Ln' = F(Ln), respectively. The attribute mapping F is a 
monotone mapping that maintains the ordering of the attribute values. Thus Lm' is smaller 
than Ln' because Lm is smaller than Ln. The mapping F being monotone, the same 
distribution value Vn is specified in the cumulative distribution P and the mapped 
distribution P' when the attribute value Ln is mapped to the mapped attribute value Ln'. 
Similarly, Vm is not changed by mapping Lm to Lm'. This relation holds for any attribute 
value LA mapped to LA' = F(LA) as 

V = P(LA) = P'(LA') = P'( F(LA) ). 

According to this formula, the mapped distribution is linear, P'(LA') = LA' = F(LA), 
when the attribute mapping F(LA) is the same as the cimiulative distribution P(LA). 
Therefore, a desired linear mapped distribution P' may be obtained by minimizing 
differences between P(LA) and F(LA), as discussed above with reference to FIG. 3. The 
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mapped distribution P' can have a desired non-linear functional form ("DP"), P'(LA') = 
DP(LA') = DP( F(LA) ), when the composite function DP( F(LA) ) is the same as die 
cumulative distribution P(LA). Accordingly, the desired distribution DP may be obtained by 
minimizing differences between P(LA) and DP( F(LA) ). To minimize the differences, an 
object function ("OFdp") can be defined as, 

OFDp(py) = lntegral(0, 1) dLA [ P(LA) - DP( F(LA, py) ) ]^2. 

Similar to the uniform case discussed above with reference to FIG. 3, an object function can 
be defined with additional terms or integrals with functional weight. 

A desired non-linear distribution may correspond to a gaussian density, which is often 
pleasing to the eye. The cumulative distribution for the gaussian density is the 
complementary error function that can be approximated using a sigmoid function, 

S(x) = l/[l+exp(-x)]. 

With the sigmoid function S, the desired distribution function DP can be expressed as 

DP(LA') = [S( g (LA' - 1/2 LAmax) ) - S(-g/2 LAmax)] / [ S(g/2 LAmax) - S(-g/2 LAmax) ], 

where LAmax is a maximum value of the local attribute, and g is a gain parameter that 
corresponds to a width of the corresponding gaussian density distribution. For example, g 
can have a value of about 2.0. 

The invention can be impleniented in digital electronic circuitry, or in computer 
hardware, firmware, software, or in combinations of them. The invention can be 
implemented as a computer program product, i.e., a computer program tangibly embodied in 
an information carrier, e.g., in a machine-readable storage device or in a propagated signal, 
for execution by, or to control the operation of, data processing apparatus, e.g., a 
programmable processor, a computer, or multiple computers, A computer program can be 
written in any form of programming language, including compiled or interpreted languages, 
and it can be deployed in any form, including as a stand-alone program or as a module, 
component, subroutine, or other unit suitable for use in a computing environment. A 
computer program can be deployed to be executed on one computer or on multiple computers 
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at one site or distributed across multiple sites and interconnected by a communication 
network. 

Method steps of the invention can be performed by one or more programmable 
processors executing a computer program to perforai functions of the invention by operating 
on input data and generating output. Method steps can also be performed by, and apparatus 
of the invention can be implemented as, special purpose logic circuitry, e.g., an FPGA (field 
programmable gate array) or an ASIC (application-specific integrated circuit). 

Processors suitable for the execution of a computer program include, by way of 
example, both general and special purpose microprocessors, and any one or more processors 
of any kind of digital computer. Generally, a processor will receive instructions and data 
from a read-only memory or a random access memory or both. The essential elements of a 
computer are a processor for executing instructions and one or more memory devices for 
storing instructions and data. Generally, a computer will also include, or be operatively 
coupled to receive data from or transfer data to, or both, one or more mass storage devices 
for storing data, e.g., magnetic, magneto-optical disks, or optical disks. Information carriers 
suitable for embodying computer program instructions and data include all forms of non- 
volatile memory, including by way of example semiconductor memory devices, e.g., 
EPROM, EEPROM, and flash memory devices; magnetic disks, e.g., internal hard disks or 
removable disks; magneto-optical disks; and CD-ROM and DVD-ROM disks. The processor 
and the memory can be supplemented by, or incorporated in special purpose logic circuitry. 

To provide for interaction with a user, the invention can be implemented on a 
computer having a display device, e.g., a CRT (cathode ray tube) or LCD (liquid crystal 
display) monitor, for displaying information to the user and a keyboard and a pointing 
device, e.g., a mouse or a trackball, by which the user can provide input to the computer. 
Other kinds of devices can be used to provide for interaction with a user as well; for example, 
feedback provided to the user can be any form of sensory feedback, e.g., visual feedback, 
auditory feedback, or tactile feedback; and input from the user can be received in any form, 
including acoustic, speech, or tactile input. 

By way of example, a printing device implementing an interpreter for a page 
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description language, such as the PostScript® language, includes a microprocessor for 
executing program instructions (including font instructions) stored on a printer random 
access memory (RAM) and a printer read-only memory (ROM) and controlling a printer 
marking engine. The RAM is optionally supplemented by a mass storage device such as a 
hard disk. The essential elements of a computer are a processor for executing instructions 
and a memory. A computer can generally also receive programs and data from a storage 
medium such as an intemal disk or a removable disk. These elements will also be found in a 
conventional desktop or workstation computer as well as other computers suitable for 
executing computer programs implementing the methods described here, which can be used 
in conjunction with any digital print engine or marking engine, display monitor, or other 
raster output device capable of producing color or gray scale pixels on paper, film, display 
screen, or other output medium. 

The invention has been described in terms of particular embodiments. Other 
embodiments are within the scope of the following claims. For example, the steps of the 
invention can be performed in a different order and still achieve desirable results. 

What is claimed is: 
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